HIGH-END AUDIO PRODUCTS

EXQUISITE COLLECTION
Reference Preamplifier & Power Amplifier

EXQUISITE PREAMPLIFIER P1000
The Kharma Exquisite P1000 Series are state of the art solid-state preamps with a zero compromise approach. Its design techniques rival even the most
sophisticated high-end tube and solid state ampliﬁer designs. We have gone where no solid state design has gone before. This is, among other things,
illustrated by the pure silver wired power transformers in the AC power circuit, that lift the level of sound puriﬁcation to incredible heights.
As a result the deep level of blackness, the unequivocal palpability of its sound space, the colourful textures of its music dynamics and the absolutely
phenomenal feeling of presence have to be heard and experienced to be believed. The Exquisite P1000 Series consists of the Exquisite Reference
Preampliﬁer and the Exquisite Signature Preampliﬁer, where the Signature version has some extra special features. Read more about the Signature
version on www.kharma.com.
Technical speciﬁcations
Type:
System:
Power:
Frequency Range:
Gain:
THD:
SNR:
Crosstalk:
Connection:
Input Impedance:
Weight:

EXQ-P1000-R / EXQ-P1000-S
Fully discrete Solid state class A Preamplifier
60 Watt maximum
10 Hz - 200 kHz +/- 0,2 dB
20 dB
<0,01
<90 dB
<90 dB
6 Inputs - 3 Outputs - 1 Tape Out
50k Ohm
33 Kg

EXQUISITE MONO POWER AMPLIFIER MP1000
The Exquisite mono power ampliﬁer is a result of our unique reputation and style, which is realized by a team of highly dedicated and committed
specialists. This all makes the Exquisite collection a class of its own. The Exquisite MP1000 ampliﬁers are state of the art solid-state ampliﬁers with a zero
compromise approach. Moreover the cabinet is a piece of art in itself, which is illustrated by the beautifully aluminium casing and the special designed
front panel with Kharma patterns. The Exquisite MP1000 Series consists of the Exquisite Reference Mono Power Ampliﬁer and the Exquisite Signature
Mono Power Ampliﬁer. Read more about the Signature version on www.kharma.com.

Technical speciﬁcations
Type:
Circuit:
Frequency range:
Rated Power:
Peak Power:
THD+N:
IMD:
Output Impedance:
Damping factor:
Connection:
Input Impedance:
Weight:

EXQ-MP1000-R / EXQ-MP1000-S
Linear Amplifier technology
4 Hz - 180 kHz (Filtered at the input)
400 Watt at 8 Ohm
800 Watt at 4 Ohm
2700 Watt
-120 dB
-120 dB
0,0 Ohm
Infinite
XLR or RCA
10k Ohm
75 Kg
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